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2. Packing List

4. Maintenance

Please check the intactness of equipment and all accessories. Please contact 1. U”P'“g the power Ford prior to ma!ntenance; .
the dealer for any defect and/or missing of accessory. 2. Mamtenancg is limited to the cleaning gf external parts only;
3. When cleaning the external parts, caution must be taken not to drip any
# Name Quantity Remark water droplets into the interior of the shredder.
1 Paper Shredde 1%
Note: When cleaning the outer casing of the shredder, please gently wipe with a
2 User Manual 1x soft cloth slightly damped with soapy water or detergent. Caution not to let
the cloth enter into the feed slot, and do not use solvents such as gasoline,
benzene, paint thinner.
3. Product Technical parameter
Product number AZ1691
Power supply 120V~ 460Kz
Current(A) 30
Shred type micro-cut
Shred size(mm) 4x12
Shredding capacity 75g(8.5'<11") (sheet) 8
Shredding speed (m/min) 2
Paper feed slot width(mm) 220
Wastebasket capacity(L) BN 5. Product Diagram
Product 320x195+356
Continuous run time(min) 2

*Data above are collected from the test in our lab, environment and tool change will
cause deviations.
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1. Mode switch
2. Paper feed slot 1
3. Wastebasket

4. Visible window

This diagram is for reference only
please take the actual product as standard
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6 Step-by-step Instructions

Put the shredder head into basket.

Plug the power cord into any standard 120V AC outlet.

Switch the mode switch into “AUTO" position.

When the "AUTO" is selected, the shredding process is started automatically
by inserting the paper into the feed opening. The shredder will stop
automatically when the paper has completed its travel through the feed
opening.

When you faced a paper-stuck, select “REV”, the device will rotate in reverse to
fall out the paper jam.

“OFF" position is recommended when emptying the wastebasket or when the
shredder is not in use for a prolonged period of time.

When switch to “FWD", blades will keep rotating even no paper entered. This
mode is used to keep shredding paper, or help to clear paper pieces remain
in the blades.
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* After working continuously for 2 minutes, there will be overheating
protection. Please wait for a period of time (about 60 minutes), and
the machine can shred paper normally.
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7. Troubleshooting

Problem Potential causes Solution

The plug is not plugged in,
no power

Push the plug into the socket
thoroughly

Voltage of the power is too

low Provide rate working voltage

The wastebasket has not
been pushed into the
predetermined position

The equipment | The equipment is overheated
iis not and entered into protection
functioning mode due to prolonged use

Push the wastebasket into the
predetermined position

Wait for a while till the
equipment is cooled down.

Add a thicker paper or fold the
paper multiple time to increase
the thickness

Paper is too thin or too soft

The wastebasket is full Empty the wastebasket

Reduce the pages of paper and

Overload issue has not been reload the paper into the feed

resolved Slot
The shredder paper jam Turn the "Reverse" buttom to
is stalled Per eject the jammed paper
The shredder The feed slot is covered with

motor will not
stop running

paper dust and other foreign
matter

Clean up the feed slot area

Operating noise
is too loud

Equipment has been put on
hallow or unleveled floor

Adjust the placement of the
machine

Note: If there is a malfunction condition that can't be resolved through the above
method, please stop using the shredder immediately, unplug the power cord and
contact our customer service. Please don't attempt to disassemble the unit by yourself!

8. Recycling

Be sure to send used and waste electronics and packaging materials to a special
recycling site to prevent uncontrolled waste disposal and facilitate material recycling.
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